Backup Board -- Material Safety Data Sheet (MSDS)
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1. Product Identification

Product Names: HDF 880 Backup Board, UV Melamine 840/880/950 Backup Board, Melamine Laminate Backup Board, Phenolic
PHE Backup Board

Manufacturer: YUESHAN -- PCB Drilling Consumables
Intended Use: Supporting material (backup board) for PCB drilling process

2. Composition / Information on Ingredients

HDF / UV Melamine:
Unsaturated polyester resin (8-12%), Fiberboard/HDF (75-82%), Water (7-10%), Paraffin, hardener, silica (<0.5%)

Melamine Laminate:
Melamine polyester resin (8-12%), Wood fiber core (75-82%), Water (7-10%)

Phenolic PHE:
Phenolic resin (30-40%), Special paper substrate (55-65%), Additives (<5%)

3. Hazards Identification

Wood dust may cause respiratory tract irritation, eye irritation, and skin irritation upon prolonged exposure. Wood dust is combustible
-- avoid accumulation. Thermal decomposition produces CO, CO2, formaldehyde, and other combustion products.

4. First-Aid Measures

Inhalation: Move to fresh air. Skin contact: Wash with soap and water. Eye contact: Rinse with water for 15 minutes. Ingestion: Rinse
mouth and seek medical advice.

5. Fire-Fighting Measures

Suitable extinguishing media: Water, foam, CO2, dry chemical. Unsuitable: Direct high-pressure water jet on hot surfaces. Firefighters
should wear self-contained breathing apparatus. Thermal decomposition produces CO, CO2, formaldehyde, and other combustion
products.

6. Accidental Release Measures

Sweep up dry material -- avoid dust generation. Use HEPA vacuum or wet sweeping if dust is present. Dispose of according to local
regulations.

7. Handling & Storage

Store in dry, ventilated warehouse. Temperature <= 25degC. Relative humidity < 50%. Keep away from water, heat sources and open
flames. Max 4 layers per pallet, store flat. Use within 3 hours after opening packaging or reseal tightly.

8. Ecological Information

Product is composed of natural wood fibers and thermoset resins. No bioaccumulation expected. Do not discharge into waterways or
soil. Dispose of in accordance with local environmental regulations. Recyclable where wood-recycling facilities exist.

9. Contact

YUESHAN PCB Drilling Consumables

Mr. Lucky Xu -- Sales & Technical Support
WhatsApp: +86 13433290964

Email: henan_xu@hotmail.com
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