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1. Scope

This Technical Data Sheet covers YUESHAN backup board product lines used as supporting materials during PCB drilling. The data
applies to standard production lots unless otherwise noted.

2. Product Specifications

 Grade  Description  Density
(kg/m^3) Thickness
(mm)  Hardness
(HD)  Flatness
(mm) Burr
(mm)  Formaldehyde

 HDF 880  High-density fiberboard backup  880+/-30  2.40+/-0.15  70+/-2 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 HDF 880 Brown  Uncoated brown fiberboard  880+/-30  2.10+/-0.15  70+/-2 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 UV Melamine 840  UV-cured melamine coated  880+/-30  2.50+/-0.15  75+/-5 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 UV Melamine 880  UV-cured melamine coated  950+/-30  2.50+/-0.15  80+/-5 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 UV Melamine 950  UV-cured melamine coated  980+/-30  2.50+/-0.15  80+/-5 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 Melamine Laminate 2.0  Wood fiber + melamine overlay  1000+/-30  2.00+/-0.15  80+/-3 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 Melamine Laminate 2.5  Wood fiber + melamine overlay  980+/-30  2.50+/-0.15  80+/-3 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 Melamine Laminate 2.7  Wood fiber + melamine overlay  1000+/-30  2.70+/-0.15  80+/-3 HD  <=0.10 mm  <=0.05 mm  E1 (<=8 mg/100g)

 Phenolic PHE  Special paper + phenolic resin   --  1.50+/-0.10  90+/-5 HD  <=0.10 mm  <=0.05 mm  E1

3. Physical & Mechanical Properties

  Moisture Content  < 8%

  Internal Bond Strength  > 0.8 N/mm^2 (HDF series)

  Warpage  < 0.6% (HDF/UV) / < 0.8% (Melamine/Phenolic)

  Surface Treatment  UV-cured (Melamine UV series) / Melamine paper (Laminate) / Phenolic resin (PHE) / None (HDF)

  Color  Natural beige (HDF) / White (Melamine) / Brown (PHE)

4. Standard Sizes & Packaging

 Product  Standard Sizes (mm)  Packaging

 HDF 880 / UV Melamine  940x1245, 1041x1245, 1092x1245  250 pcs/pallet

 Melamine Laminate  370x490, 410x490, 430x490, 940x1245, 1041x1245, 1092x1245  200-400 pcs/pallet

 Phenolic PHE  610x457, 1041x1245  400-600 pcs/pallet

5. Storage & Handling

Store in dry, ventilated warehouse. Temperature <= 25degC, RH < 50%. Max 4 layers per pallet, store flat on a level surface. Use
within 3 hours after opening or reseal tightly. Do not expose to water or direct sunlight. Shelf life: 12 months from manufacture date
under proper storage.

6. Quality System & Declarations

Products are manufactured by an affiliated entity that operates an ISO 9001:2015 quality management system. Formaldehyde
emission of the board materials is in the E1 class (<= 8 mg/100g), which is a property of the material itself. RoHS and REACH
declarations are available on request. Third-party test reports and certificates are issued per material grade and per lot  --  contact us
for the document that matches your order.

7. Contact

YUESHAN PCB Drilling Consumables
Mr. Lucky Xu  --  Sales & Technical Support
WhatsApp: +86 13433290964
Email: henan_xu@hotmail.com
Web: www.yueshanpcb.com
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